AQUASAFE LOCKER SPECIFICATIONS

Aquasafe Lockers with cam-locks and SGL plinth
· Configuration: 1 tier lockers / 2 tier lockers / 3 tier lockers / 4 tier lockers / 5 tier lockers / 6 tier lockers / 7 tier lockers / ‘Z’ shaped lockers.

· Framework: Aluminium profiles to all corners forming rigid structure and facilitating total sizing flexibility.

· Frame Colour: Pre treated & polyester powder coated white colour as standard / most semi-gloss RAL colours and metallic effect finish available subject to surcharge and extended delivery.

· Doors:  13 mm Solid Grade Laminate / High Presssure Laminate to provide maximum protection against water and vandalism.

· Door Colour: Colour to be confirmed from Amwell Middle East standard colour chart – Non standard colour availability subject to surcharge and extended delivery.

· Edge treatment: Edges are machined to a smooth profiled finish with radiused corner safety details.

· Locker bodies: All internal panels manufactured from 6mm white solid grade laminate / High Pressure Laminate .

· Fittings: Recessed stainless steel butt hinges with built in stop feature to limit door opening to 105’ / coat hooks within compartments on 1,2, & Z shaped lockers / key operated cam lock complete with 1 Nr spare key per compartment.

· Locking System: Cam Lock as standard and others as per the clients selection.

· Dimensions: 1950mm overall height including 150mm plinth x 500mm deep x 300mm wide.

· Other requirements: Complete with Solid Grade Laminate / High Pressure Laminate leveling plinth.

