DUCT PANELLING SPECIFICATIONS

SGL / HPL Integrated panelling system – Full Height
· Board / Panels:  13 mm Solid Grade Laminate / High Pressure Laminate (Phenolic) to provide maximum protection against water and vandalism.

· Colour: Colour to be confirmed from Amwell Middle East colour chart. 

Additional colours available subject to extended delivery.

· Edge Treatment: Edges are machined to a smooth profile.

· Configuration: Supplied in 1/2/3/4 Nr panels per set.

SGL / HPL Integrated panelling system – Low Level
· Board / Panels:  13 mm Solid Grade Laminate / High Pressure Laminate (Phenolic) to provide maximum protection against water and vandalism.

· Colour: Colour to be confirmed from Amwell Middle East colour chart. 

Additional colours available subject to extended delivery surcharge.

· Edge Treatment: Edges are machined to a smooth profile.

· Configuration: Supplied in 1/2 Nr face panels per set, complete with matching shelf / lid panel.

Panel Installation
· Panel fixings:  Panels secured to framework with concealed lift off or push fit brackets.

· Panel fixings: 1 No panel per set to be hung on concealed duct hinge complete with budget lock to restrict access. 

· Framework:
Framework constructed from solid wood, notched ready for site assembly by screwing. Exposed face of framework to be faced in black laminate.
